AL/CF-SR-1996-0006

" BIBLIOGRAPHY OF RESEARCH REPORTS
AND PUBLICATIONS ISSUED BY
THE HUMAN ENGINEERING DIVISION,
JANUARY 1994 - DECEMBER 1995

Compiled by

Rebecca J. Green

HUMAN ENGINEERING DIVISION
CREW SYSTEMS DIRECTORATE
WRIGHT-PATTERSON AFB, OH 45433-7022

JULY 1996

<IJO-HP>TVOWP>r OZO0IJV-HnN=ID>

790 8201966/

Approved for public release; distribution is unlimited

AIR FORCE MATERIEL COMMAND
|t WRIGHT-PATTERSON AIR FORCE-BASE, OHIO 45433-6573 == |

DTIC QUALITY INSPECTED 1




NOTICES-

When US Government drawings, specifications, or other data are used for any purpose other than
a definitely related Government procurement operation, the Government thereby incurs no
responsibility nor any obligation whatsoever, and the fact that the Government may have
formulated, furnished, or in any way supplied the said drawings, specifications, or other data, is
not to be regarded by implication or otherwise, as in any manner licensing the holder or any other
person or corporation, or conveying any rights or permission to manufacture, use, or sell any
patented invention that may in any way be related thereto.

Please do not request copies of this report from the Armstrong Laboratory. Additional copies may
be purchased from:

National Technical Information Service

5285 Port Royal Road

Springfield, Virginia 22161

Federal Government agencies and their contractors registered with the Defense Technical
Information Center should direct requests for copies of this report to:

Defense Technical Information Center
8725 John J. Kingman Road, Suite 0944
Ft. Belvoir, Virginia 22060-6218

TECHNICAL REVIEW AND APPROVAL
AL/CF-SR-1996-0006

This report has been reviewed by the Office of Public Affairs (PA) and is releasable to the National
Technical Information Service (NTIS). AtNTIS, it will be available to the general public,
including foreign nations.

This technical report has been reviewed and is approved for publication.

FOR THE COMMANDER

st M/

KENNETH R. BOFF, Chief
Human Engineering Division
Armstrong Laboratory




e

Form Approved

REPORT DOCUMENTATION PAGE OMB No. 0704-0188

Public reporting burden for this collection of information is estimated to average 1 hour per response, including the time for reviewing instructions, searching existing data sources,
gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments re?arding this burden estimate or any other aspect of this
collection of information, including suggestions for reducing this burden. to Washington Headquarters Services, Directorate for information Operations and Reports, 1215 Jetferson
Davis Highway; Suite 1204, Arlington, VA 22202-4302, and to the Office of Management and Budget, Paperwork Reduction Project (0704-0188), Washington, DC 20503.

1. AGENCY USE ONLY (Leave blank) 2. REPORT DATE 3. REPORT TYPE AND DATES COVERED

July 1996 January 1994 - Deceimber 1995

5. FUNDING NUMBERS
9983MISC

a. TITLE AND SUBTITLE
Bibliography of Research Reports and Publications
Issued by the Human Engineering Division, January 1994 -

December 1995 (U)
6. AUTHOR(S)

Compiled by Rebecca J. Green

Prnm——————————————

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) 8. PERFORMING ORGANIZATION

REPORT NUMBER

10. SPONSORING / MONITORING
AGENCY REPORT NUMBER

AL/CF-SR-1996-0006

9. SPONSORING / MONITORING AGENCY NAME(S) AND ADDRESS(ES)
Armstrong Laboratory, Crew Systems Directorate
Human Engineering Division

Human Systems Center

Air Force Materiel Command
Wright-Patterson AFB OH 45433-7022

11. SUPPLEMENTARY NOTES

12a. DISTRIBUTION / AVAILABILITY STATEMENT 12b. DISTRIBUTION CODE

Approved for public release; distribution is unlimited

13. ABSTRACT (Maximum 200 words)

This bibliography contains the titles, authors and publication/source information
for the technical reports and articles published by the Human. Engineering
Division of Armstrong Laboratory between January 1994 and December 1995.

15. NUMBER OF PAGES

25
16. PRICE CODE

14. SUBJECT TERMS

17. SECURITY CLASSIFICATION
OF REPORT

Unclassified

18. SECURITY CLASSIFICATION
OF THIS PAGE

Uhclassified

19. SECURITY CLASSIFICATION
OF ABSTRACT

Unclassified

20. LIMITATION OF ABSTRACT

Unlimited

NSN 7540-01-280-5500

i

Standard Form 298 (Rev. 2-89)
Prescribed by ANSI Std. 239-18
298-102

e



THIS PAGE INTENTIONALLY LEFT BLANK

ii




PREFACE

This bibliography contains information for the technical reports,
proceedings and articles published by the Human Engineering Division of
the Crew Systems Directorate, Armstrong Laboratory, between January
1994 and December 1995.

All citations in the bibliography are in the American Psychological
Association (APA) format. We have tried to adhere to this format, however,
there are some minor deviations.

Most reports listed in this document should be available from the Defense
Technical Information Center (DTIC), 8725 John J. Kingman Road, Suite
0944, Ft. Belvoir, VA 22060-6218, or through local libraries. If further
assistance is required, please contact Rebecca Green, AL/CFHA, Bldg. 248,
2255 H Street, Wright-Patterson AFB OH 45433-7022.
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